
SPECIFICATION
Brand TED Digital
Range Showering
Product Type Retro 1 Outlet Digital Shower
Material Brass controls, brass plate
Connection Size 1/2" BSP inlets; 1/2" BSP outlet

CODE(S) & FINSHES
RETRO-SINSQR-CH Chrome
For use in retrofit situations.
Please check carefully that the 80mm square plate
plate will cover all exposed holes left when
existing control is removed.
Only available directly from TED.

PACK CONTENTS
Small Square Backplate
Controls pack (button) with colour-
matched trims
Digital processor mixing box

TECHNICAL INFORMATION Cable
Colour-changing LED ring round control dial. Power supply
Connecting pipework not supplied
40mm min wall depth for controls. DIAGRAM of CONTROLS
Min 34mm diameter hole in wall
required for control.
Crosswater cable adapters also
available to re-use existing cable (2nd Generation only).

FLOW RATES

Pressure (Bar) Flow Rate (L/min)
0.2 6.9
0.5 11.2

1 16.4
2 24.5

2.5 27.7
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Height 22mm

5mm Thick

80mm Square
Plate

5mm Radius 
Corners
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The illustration shows a typical loft-mounted 
installation, where the processor / mixing box is 
concealed in the loft.

IMPORTANT INSTALLATION INFORMATION:
Data/Power Cable Protection; ensure the extension 
cable is installed within a conduit for protection and 
easy access.
Processor Accessibility: The processor must remain 
accessible at all times, and protected from extreme 
temperatures, especially frost.
Wireless button receiver can be connected at either 
end of the extension cable.


